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Material information

PRODUCT DATA SHEET

These gloves are to be used when there is a minimal risk for the user. General requirements for 
safety gloves are fixed by the CE-standard. The requirements concern purpose, construction, product
information, size, chrome contents (max 2 mg Chromium VI per kg) and PH-value, which must be in
the range of 3,5 -9,5.

Technical facts: Simple design (category I)

Art no: ZSP-8190
Rider

Properties
Motorcycle glove of the highest quality made in cowhide leather. 
Knuckle protection in carbon fibre woven Kevlar® under a layer of 
nylon fabric on the upper hand. Light EVA gel dampening pads on the 
upper fingers and thumbs. Fingertip reinforcements in cowhide. The 
grip on the inner hand is reinforced with synthetic leather on top of 
cowhide. Light polyester lining with a wind and waterproof membrane. 
Elastic seams over and under the wrist for a safer fit. Wind gaiter in 
nylon at the end of the cuff.

The gloves are sewn in Cow hide leather, Nylon, Carbon fibre, Kevlar®, EVA gel, Polyester, Wind- & waterproof membrane

EN420

CATEGORY I

Art no: ZSP-8190 
Size: M-XL

Materials:

Cow hide leather, Nylon, 
Carbon fibre, Kevlar®, EVA 

gel, Polyester, Wind- & 
waterproof membrane

Packaging: 6/60
Standard: EN420
Category: I


